
 Macro Defects in Steel v. 1.0 

 
Features 
 
Version: 1.00 
Number of records: 3731 
Number of figures: 5310 
Keyword searching 
Figure browser 
 
Numbers of records: 
 
Casting defects: 306 
Ingot defects: 161 
Slab defects: 123 
 
Drawing defects: 129 
Forging defects: 87 
Rolling defects: 381 
 
Bearing defects: 417 
Coating defects: 667 
Corrosion defects: 300 
Fractography: 199 
Heat treatment defects: 177 
Machining defects: 58 
Other defects: 163 
Pipeline defects: 63 
Polishing defects: 36 
Rail defects: 154 
Tool steel defects: 229 
Welding defects: 206 
 
 
 

System requirements 
 
For the computers with the Windows OS: 
Microsoft Windows® 95, 98, ME, 2000, XP, Vista, 
Windows 7, 8, 10 and 11, 
RAM: Recommended 1 Gb or greater, 
Hard disk free space: 1 Gb, 
Recommended screen resolution: 800 x 600 pixels or 
higher, 
Browser Microsoft Internet Explorer 8 or higher. 
 
For the computers with the Mac OS: 
Mac OS X (Jaguar, Leopard, Lion, Mountain Lion, 
Panther, Snow Leopard, Tiger, Yosemite, Sierra Nevada, 
Mojave), 
RAM: Recommended 1 Gb or greater, 
Hard disk free space: 1 Gb, 
Recommended screen resolution: 800 x 600 pixels or 
higher, 
Browser Safari, Mozilla for the OS X. 
 
For the computers with the Linux OS: 
OpenSuse, Debian, Slackware, Fedora, Gentoo, Ubuntu,
RAM: Recommended 1 Gb RAM or greater, 
Hard disk free space: 1 Gb, 
Recommended screen resolution: 800 x 600 pixels or 
higher, 
Browser Mozilla, Safari or any other browser which 
support the Java script. 

 
Price 
 
200.00 US $ (Single user, one computer, phone or tablet) 
400.00 US $  (Web server, Intranet) 
 

Steel Data 
Email: info@steeldata.info 
http://www.steeldata.info 
 

 


